Coast Guard, DOT

the instruments and equipment are not
available or not functioning properly.

(9) The need for, and examples of,
clear, immediate, reliable, and relevant
communication among members of the
navigational watch.

(10) The action to be taken to sup-
press, remove, and avoid nonessential
activity and distractions on the bridge.

(11) The importance of collecting,
processing, and interpreting all essen-
tial information and making it conven-
iently available to other members of
the navigational watch and the pilot,
as necessary to perform their duties.

(12) The need to ensure that non-
essential materials are not placed on
the bridge.

(13) The need to ensure that members
of the navigational watch are prepared
to respond at all times efficiently and
effectively to changes in cir-
cumstances.

(b) Beginning not later than Feb-
ruary 1, 1997, a tank barge owner or op-
erator shall not permit the barge to be
towed unless those individuals assigned
to duties that are similar to the duties
of the officer in charge of a naviga-
tional watch on the primary towing
vessel have been provided written
bridge resource management policy
and procedures as specified in para-
graph (a) of this section.

[CGD 91-045, 61 FR 39789, July 30, 1996]

§157.420 Vessel specific watch policy
and procedures.

(a) Not later than February 1, 1997,
the owner or operator of a tankship
shall provide written policy and proce-
dures to masters concerning the need
for each individual who is newly em-
ployed on board the vessel to have a
reasonable opportunity to become fa-
miliar with the shipboard equipment,
operating procedures, and other ar-
rangements needed for the proper per-
formance of their duties, before being
assigned to such duties. This written
policy and procedures shall be followed
by the master and shall include the fol-
lowing:

(1) Allocation of a reasonable and ap-
propriate time period for each newly
employed individual to allow him or
her the opportunity to become ac-
quainted with the following:

§157.430

(i) The specific equipment the indi-
vidual will be using or operating; and

(ii) The vessel specific watchkeeping,
safety, environmental protection, and
emergency procedures and arrange-
ments the individual needs to know to
perform the assigned duties properly.

(2) Designation of a knowledgeable
crew member who will be responsible
for ensuring that an opportunity is pro-
vided to each newly employed indi-
vidual to receive essential information
in a language the individual under-
stands.

(b) Beginning not later than Feb-
ruary 1, 1997, a tank barge owner or op-
erator shall not permit the barge to be
towed unless those individuals assigned
to duties as master or operator on the
primary towing vessel have been pro-
vided written policy and procedures as
specified in paragraph (a) of this sec-
tion.

[CGD 91-045, 61 FR 39789, July 30, 1996]

§157.430 Enhanced
ments.

Beginning at each tank vessel’s next
regularly scheduled drydock examina-
tion and continuing as required under
46 CFR part 31, or, for each foreign
flagged tank vessel, beginning at the
next drydock and continuing as re-
quired under the foreign vessel’s flag
administration, a tank vessel owner or
operator shall—

(a) Implement an enhanced survey
program that complies with the stand-
ards of IMO Resolution A.744(18),
Annex B sections 1.1.3-1.1.4, 1.2-1.3, 2.1,
2.3-2.6, 3-8, and Annexes 1-10 with ap-
pendices;

(b) Implement a vessel specific sur-
vey program that provides a level of
protection equivalent to the require-
ments in paragraph (a)(1) of this sec-
tion and is approved by the Com-
mandant (G-MOC). A written request
for program equivalency under this
paragraph must be submitted to the
Commandant (G-MOC); or

(c) For a tankship of less than 20,000
deadweight tons (dwt) carrying crude
oil, a tankship of less than 30,000 dwt
carrying product, or a tank barge, im-
plement an enhanced survey program
that—

(1) Includes oversight of the program
by the Coast Guard, the vessel’s flag

survey require-
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§157.435

administration, an authorized classi-
fication society as described in §157.04
of this part, or a licensed professional
engineer;

(2) Has the frequency of survey which
is no less than the inspections required
by 46 CFR subpart 31.10;

(3) Has survey scope and record-
keeping requirements that are com-
parable to the requirements of para-
graph (a)(1) of this section; and

(4) Includes keeping a copy of the
most recent survey on board the vessel
or, upon request by the Coast Guard,
making the surveys available within 24
hours for examination.

[CGD 91-045, 61 FR 39789, July 30, 1996]

§157.435

(a) A tank vessel owner or operator
shall ensure that surveys of the fol-
lowing systems are conducted:

(1) Cargo systems. The survey must in-
clude the examination and testing of
the items listed in chapters 6, 7, and 10
of the International Safety Guide for
0Oil Tankers and Terminals, if applica-
ble, prior to cargo transfer operations.

(2) Mooring systems. The survey must
include a visual examination of the
emergency towline, the anchor releas-
ing mechanism, and mooring lines
prior to entering the port or place of
destination, if weather permits, or
prior to getting underway.

(b) Surveys must be conducted by
company management personnel, com-
pany designated individuals, or vessel
officers knowledgeable about the
equipment operating parameters and
having the authority, capability, and
responsibility to initiate corrective ac-
tion when the equipment is not func-
tioning properly.

(c) The results of the survey required
in paragraph (a) of this section, includ-
ing the material condition of each sys-
tem, must be recorded in the tank ves-
sel’s deck log or other onboard docu-
mentation.

[CGD 91-045, 61 FR 39789, July 30, 1996; 61 FR
41685, Aug. 9, 1996]

§157.440

(a) A tankship owner or operator
shall ensure that each installed auto-
pilot unit without automatic manual
override has an audible and visual

Vital systems surveys.

Autopilot alarm or indicator.

33 CFR Ch. | (7-1-01 Edition)

alarm, which is distinct from other re-
quired bridge alarms, that will activate
if the helm is manually moved while
the autopilot is engaged.

(b) A tank barge owner or operator
shall ensure that each autopilot unit
without automatic manual override in-
stalled on the primary towing vessel
has a means to clearly indicate the
autopilot status and warns personnel of
the requirement to disengage the auto-
pilot if positive rudder control is need-
ed.

[CGD 91-045, 61 FR 39790, July 30, 1996]

§157.445 Maneuvering
capability.

(a) A tankship owner or operator
shall ensure that maneuvering tests in
accordance with IMO Resolution
A.751(18), sections 1.2, 2.3-2.4, 3-4.2, and
5 (with Explanatory Notes in MSC/
Circ.644) have been conducted by July
29, 1997. Completion of maneuvering
performance tests must be shown by—

(1) For a foreign flag tankship, a let-
ter from the flag administration or an
authorized classification society, as de-
scribed in §157.04 of this part, stating
the requirements in paragraph (a) of
this section have been met; or

(2) For a U.S. flag tankship, results
from the vessel owner confirming the
completion of the tests or a letter from
an authorized classification society, as
described in §157.04 of this part, stating
the requirements in paragraph (a) of
this section have been met.

(b) If a tankship undergoes a major
conversion or alteration affecting the
control systems, control surfaces, pro-
pulsion system, or other areas which
may be expected to alter maneuvering
performance, the tankship owner or op-
erator shall ensure that new maneu-
vering tests are conducted as required
by paragraph (a) of this section.

(c) If a tankship is one of a class of
vessels with identical propulsion, steer-
ing, hydrodynamic, and other relevant
design characteristics, maneuvering
performance test results for any tank-
ship in the class may be used to satisfy
the requirements of paragraph (a) of
this section.

(d) The tankship owner or operator
shall ensure that the performance test
results, recorded in the format of Ap-
pendix 6 of the Explanatory Notes in

performance
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